SRV-217

SROVAN

YIVLI IZLENEBILIR KELEBEK VANA
Grooved Butterfly Valve

Conta / Gasket

Test ve Tasarim Standartlari
Test and Design Standards

Fabrika Test Basinci - 42 bar (600 psi)

Factrory Test Pressure - 42 bar (600 psi)
Maksimum Test Basinci - 42 bar (600 psi)

Max. Test Pressure - 42 bar (600 psi)
Calisma Sicakligi - +4°C / +110°C

Working Temperature - +4°C/ +110°C
Tasarim - FM 1112, UL 1091

Design - FM 1112, UL 1091
Testler - TSE K 581

Tests - TSE K 581
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Olgii / Dimensions

Govde / Body

Klape / Disc

Mil / Stem

Baglanti / Connection

Volan / Hand Wheel

Basing Sinifi / Working Pressure

Disli Kutusu / Signal Gearbox

Konut / House

Hastane / Hotel

Otel / Hospital

Otopark / Car

Olciiler / Dimensions (mm)

Vana Olgiisii / Nominal Size A B (o]
DN65 96,4 322,3 137
DN80 96,4 334,8 144
DN100 115,4 378 177
DN125 132,4 421 198
DN150 132,4 448 211
DN200 1474 498 236
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DN65, DN80, DN100, DN150, DN200
21 bar (300 psi)

Yivli Tip / Grooved Type

EN GJS 400-18LT

EN GJS 400-18LT

Paslanmaz Celik / Stainless Steel
EN GJS 400-18LT

EN GJS 400-18LT

EPDM

Kullanim Alanlari

Areas of Usage

Fabrika / Factory

Yurt / Dormitory

Aligveris Merkezi / Shopping Mall

Park Depo / Warehouse

G H 1 Agirlik / Weight (kg)
168 0 0 8,7
168 0 0 S|
168 0 0 11
208 0 0 14,5
208 615 6,8 16,2
208 143,7 24,2 22,5
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